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Bid Number/gyel waies (Rs geam):
GEM/2024/B/4679938
Dated/fzeiar : 14-03-2024

Bid Document/ fas g&mast

Bid Details/[9g faewor

Bid End Date/Time/RE s aa f al@/aag

04-04-2024 12:00:00

Bid Opening Date/Time/fas gead &I
ad@/aaa

04-04-2024 12:30:00

Bid Offer Validity (From End Date)/Q3 Q2reer
duar (9 A A ad@ A)

180 (Days)

Ministry/State Name/Fara /I & I

Ministry Of Finance

Department Name/[A#9r & =re1

Department Of Financial Services

Organisation Name/@316d & =1

State Bank Of India (sbi)

Office Name/@aie I &l =TH

Lho Maharashtra

Total Quantity/pe ar=r

1

Item Category/Hg $Heany

Solar Power Plant (Roof Top) for ONGRID System, Three
Phase (Q3)

Minimum Average Annual Turnover of the

bidder (For 3 Years)/dsX & gaada 3itad 2 Lakh (s)
aS TR (3 auf &)
Years of Past Experience Required for
same/similar service/3%l/a# a3t & AT |3 vyear (s)
fEra Rera sgaa & af
MSE Exemption for Years of Experience and N
Turnover/ 35d & af ¥ wHTES TT °
Startup Exemption for Years of Experience N

o}

and Turnover/ 3iHd & auf § FIEIHT T

Document required from seller/fahar ¥ A
AT &S

Experience Criteria,Past Performance,Bidder
Turnover,Certificate (Requested in ATC),OEM Authorization
Certificate,Compliance of BoQ specification and supporting
document

*In case any bidder is seeking exemption from Experience /
Turnover Criteria, the supporting documents to prove his
eligibility for exemption must be uploaded for evaluation by
the buyer

Past Performance/fard uelar

80 %

Bid to RA enabled/fSs & Raw Nereh aftha frar

Yes

RA Qualification Rule

H1-Highest Priced Bid Elimination
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Bid Details/f5 faaor

Type of Bid/[As & y&IR Two Packet Bid

Time allowed for Technical Clarifications
during technical evaluation/d&<lIf H{eAidT & |2 pays

R ANt TaRHIOT g IHFAT AT

Inspection Required (By Empanelled
Inspection Authority / Agencies pre- No
registered with GeM)

Evaluation Method/#eis ugid Total value wise evaluation

EMD Detail/3uas faaor

Required/3magehdr No

ePBG Detail/&fidish fazor

Required/3magedr No

Splitting/fasea

Bid splitting not applied/atel AT oM e fopam =,

MIl Purchase Preference/ts3ns3ng @i adikdr

MIl Purchase Preference/Tsi3is3ns @lie adraar Yes

MSE Purchase Preference/tsings @lig a¥iddr

MSE Purchase Preference/T#iuds @lg aiddr Yes

1. The minimum average annual financial turnover of the bidder during the last three years, ending on 31st
March of the previous financial year, should be as indicated above in the bid document. Documentary evidence in
the form of certified Audited Balance Sheets of relevant periods or a certificate from the Chartered Accountant /
Cost Accountant indicating the turnover details for the relevant period shall be uploaded with the bid. In case the
date of constitution / incorporation of the bidder is less than 3-year-old, the average turnover in respect of the
completed financial years after the date of constitution shall be taken into account for this criteria.

2. Experience Criteria: In respect of the filter applied for experience criteria, the Bidder or its OEM {themselves or
through reseller(s)} should have regularly, manufactured and supplied same or similar Category Products to any
Central / State Govt Organization / PSU / Public Listed Company for number of Financial years as indicated above
in the bid document before the bid opening date. Copies of relevant contracts to be submitted along with bid in
support of having supplied some quantity during each of the Financial year. In case of bunch bids, the category of
primary product having highest value should meet this criterion.

3. Preference to Make In India products (For bids < 200 Crore):Preference shall be given to Class 1 local supplier
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as defined in public procurement (Preference to Make in India), Order 2017 as amended from time to time and its
subsequent Orders/Notifications issued by concerned Nodal Ministry for specific Goods/Products. The minimum
local content to qualify as a Class 1 local supplier is denoted in the bid document. If the bidder wants to avail the
Purchase preference, the bidder must upload a certificate from the OEM regarding the percentage of the local
content and the details of locations at which the local value addition is made along with their bid, failing which

no purchase preference shall be granted. In case the bid value is more than Rs 10 Crore, the declaration relating
to percentage of local content shall be certified by the statutory auditor or cost auditor, if the OEM is a company
and by a practicing cost accountant or a chartered accountant for OEMs other than companies as per the Public
Procurement (preference to Make-in -India) order 2017 dated 04.06.2020. Only Class-l and Class-Il Local suppliers
as per Mll order dated 4.6.2020 will be eligible to bid. Non - Local suppliers as per Mll order dated 04.06.2020 are
not eligible to participate. However, eligible micro and small enterprises will be allowed to participate.The buyers
are advised to refer the OM No.F.1/4/2021-PPD dated 18.05.2023 OM_No.1 4 2021 PPD_dated 18.05.2023 for
compliance of Concurrent application of Public Procurement Policy for Micro and Small Enterprises Order, 2012
and Public Procurement (Preference to Make in India) Order, 2017.

4. Purchase preference to Micro and Small Enterprises (MSEs): Purchase preference will be given to MSEs as
defined in Public Procurement Policy for Micro and Small Enterprises (MSEs) Order, 2012 dated 23.03.2012 issued
by Ministry of Micro, Small and Medium Enterprises and its subsequent Orders/Notifications issued by concerned
Ministry. If the bidder wants to avail the Purchase preference, the bidder must be the manufacturer of the offered
product in case of bid for supply of goods. Traders are excluded from the purview of Public Procurement Policy for
Micro and Small Enterprises. In respect of bid for Services, the bidder must be the Service provider of the offered
Service. Relevant documentary evidence in this regard shall be uploaded along with the bid in respect of the
offered product or service. If L-1 is not an MSE and MSE Seller (s) has/have quoted price within L-1+ 15%
(Selected by Buyer)of margin of purchase preference /price band defined in relevant policy, such Seller shall be
given opportunity to match L-1 price and contract will be awarded for 25%(selected by Buyer) percentage of
total QUANTITY.The buyers are advised to refer the OM No.F.1/4/2021-PPD dated 18.05.2023

OM_No.1 4 2021 PPD _dated 18.05.2023 for compliance of Concurrent application of Public Procurement Policy
for Micro and Small Enterprises Order, 2012 and Public Procurement (Preference to Make in India) Order, 2017.

5. Past Performance: The Bidder or its OEM {themselves or through re-seller(s)} should have supplied same or
similar Category Products for 80% of bid quantity, in at least one of the last three Financial years before the bid
opening date to any Central / State Govt Organization / PSU / Public Listed Company. Copies of relevant

contracts (proving supply of cumulative order quantity in any one financial year) to be submitted along with bid
in support of quantity supplied in the relevant Financial year. In case of bunch bids, the category related to
primary product having highest bid value should meet this criterion.

6. Reverse Auction would be conducted amongst all the technically qualified bidders except the Highest quoting
bidder. The technically qualified Highest Quoting bidder will not be allowed to participate in RA. However, H-1
will also be allowed to participate in RA in following cases:

i. If number of technically qualified bidders are only 2 or 3.

ii. If Buyer has chosen to split the bid amongst N sellers, and H1 bid is coming within N.
iii. In case Primary product of only one OEM is left in contention for participation in RA on elimination of H-1.
iv. If L-1 is non-MSE and H-1 is eligible MSE and H-1 price is coming within price band of 15% of Non-MSE L-1
v. If L-1 is non-MIl and H-1 is eligible MIl and H-1 price is coming within price band of 20% of Non-MlIl L-1

Solar Power Plant (Roof Top) For ONGRID System, Three Phase ( 1 set )

(Minimum 50% and 20% Local Content required for qualifying as Class 1 and Class 2 Local Supplier

respectively/Haer: Aol 1 3R Aol 2 & T 3Mqfdadt & 0 3 3Rl Urd i & v 3mavas)
Technical Specifications/daidh fafAEar

* As per GeM Category Specification/a# FeIR) AT & 3gd

Specification Name/RQRA® & Bid Requirement/fi5 & fow 3maas (Allowed
Gir Values)/3igAd {eA

Specification

INVERTER Rated out put power of 10
inverter (Kw)

Switching device IGBT
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https://bidplus.gem.gov.in/bidding/downloadOmppdfile/
https://bidplus.gem.gov.in/bidding/downloadOmppdfile/
https://bidplus.gem.gov.in/bidding/bid/showCatalogue/MSp_VmvbAuF3e0Jrea5emCorYu3F64UkMxY2Eud9cpQ

Specification

Specification Name/fafRf® &
A

Bid Requirement/fds & fouw 3maas (Allowed
Values)/31Ad JT

No. of Phase (in Nos.)

3

Inverter output wave form

Pure sine wave

No.of MPPT per inverter (in |[1,2,4
Nos.)
No. of string at input side 2 sets

of inverter ( input port +ve
and -ve) ( hint: 1 sets
contains 1 +ve and 1 -ve
port)

Maximum power point
tracker

Integrated in the PCU/inverter to maximize energy
drawn from the array

Operating Voltage Range of
Inverter

50 V to 500V, 80 to 500 V, 100 V to 500 V, 160 V to
850V, 200 V to 800 V, 200 V to 1000 V, 90 to 520

Over load support at Input
side, DC

20% of Maximum Input Voltage for 3 phase system

Maximum input current for
each MPPT (in A)

11, 18, 22, 28.5

Service condition

Outdoor

Ingress protection rating of
inverter

IP 65 (for outdoor use)

Cooling medium for inverter

Intelligent fan cooling

Manual switch for Yes
disconnecting DC supply
Inverter mounting type Wall Mounted

GENERIC

A Grid Tied Photo Voltaic
(SPV) power plant consists
of

SPV array, Module Mounting Structure, Power
Conditioning Unit (PCU) consisting of Maximum Power
Point Tracker (MPPT), Inverter, and Controls and
Protections, interconnect cables and switches

PV Array Mounting

Mounted on a suitable structure

Grid tied SPV system is

Without battery and designed with necessary
features to supplement the grid power during day
time.

Installation and testing for
complete system

Yes including Civil Work, Designing, Fabrication,
Cabling Work with suitable Bolts, Nuts, Clamps,
Connectors and testing etc

INVERTER OUT PUT

Maximum current for 3
phase inverter (in A)

19.1, 23.8, 27, 31.8, 41.7, 50, 83.3, 100

Output voltage (in V)

415 for 3 phase

Invert auto trip at output
side

Lower : at 304 V, Higher : at 460 V with adjustable,
Lower : at 313 V, Higher : at 470 V wit adjustable,
Lower : at 160 V, Higher : at 285 V with adjustable

Overall Efficiency (in %)

>908
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Specification

Specification Name/fafRf® &
A

Bid Requirement/fds & fouw 3maas (Allowed
Values)/31Ad JT

PROTECTION FOR
INVERTER

Overload protection

110% for 1 Minute

Over temperature
protection

Yes at 65 Deg. C Cooling Fan will auto switch ON

Surge protection

Metal Oxide Varistor (MOV)

Insulation Resistance Yes
Monitoring

Grid Monitoring protection Yes
Power factor at rated out >0.9,0.9

put power

SERVICE CONDITION

Operating temperature

-25 to +60 deg. C

DISPLAY FEATURES
ON INVERTER

Type of display

LED

Display parameters

DC Voltage, DC Current, AC Voltage, AC Current, Out
put frequency, Power Factor

Generating power Data
storage facility

Yes for 2 Years from the date of commissioning

Interface facility for
transmitting the generating
power data for cloud
storage

Inbuilt Wifi Enabled

Net meter

Approved by Government of India/State Government
authority concerned for connecting to Grid

Add on items - DC
DISTRIBUTION
BOARD

DC Distribution panel to
receive the DC output from
the array field

Yes with surge arrestors

Ingress protection
(Enclosure protection) of DC
Distribution Box

IP65

Material of bus bar and size

Copper, size as per inverter rating

Circuit Breaker for input
side (DC side) for each
inverter

MCB 15 A

Add on items -
CABLE FOR INPUT

ISI Marked Connecting
cables according to Inverter
rating for each system

PV Module to Inverter DC

Electric Cable for Input

1C x 4 Sg. mm, Copper Cable (as per 1S:694:2010
latest)

Cable Length for PV Module
to Inverter, DC (in m)

25

Add on items - AC
DISTRIBUTION
BOARD

AC Distribution Panel Board
(DPB) for controlling the AC
power from PCU/inverter

3 Phase 415 Volt +/- 10%, 50 HZ +/-3 Hz

Panel construction

Metal clad, totally enclosed, floor mounted, air
insulated, cubical type with change over switch
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Specification

Specification Name/fafRf® &
A

Bid Requirement/fds & fouw 3maas (Allowed
Values)/31Ad JT

Ingress protection
(Enclosure protection) of AC
Distribution Box

IP65 for outdoor

All switches and the circuit
breakers, connectors should
conform to

1S:60947 part |, Il and IlI.

Panels designed for 45 deg. C
minimum expected ambient
temperature

Circuit Breaker for output MCB 32 A

side (AC side) for each
inverter

Add on items -
CABLE FOR OUTPUT

ISI marked Connecting
cables according to Inverter
rating for each system

From Inverter to Net Meter and to mains at LT Bus
bar while in grid tied mode

Conformity of the
specification for cable

3.5C x 16 Sgq. mm, Copper Cable (as per 1S:694:2010
latest)

Cable length for output side
(from inverter to Net Meter
for each system ) (inm))

35

Other Add on ltems

Cabling work at input side
for each system

With PVC Conduit pipe with necessary clamps and
screws

Cabling work at Output side
for each system

With G.l. Cable Tray with fitment accessories

Danger boards and
signages

3 No.

ARRAY STRUCTURE

Material of mounting
structure for mounting the
modules/ panels/arrays

Structural Steel, Grade: E300 (as per 1S:2062:2011
latest)

JUNCTION BOX

Material of Junction Box

FRP (Fibre reinforced plastics)

Ingress protection (Degree || IP65
of Protection) for Junction
Box

Wind Load The Mounting structure Yes

shall be so designed to
withstand the speed for the
wind zone of the location
where a PV system is
proposed to be installed

Compliance to wind velocity
test for the Mounting
structure of PV System

as per IS 875:1987 part 3 latest

Regional wind withstand
capacity which the
Mounting structure of PV
system support is suitable
to withstand (in Km/Hour)

180
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Specification

Specification Name/fafRf® &

TH

Bid Requirement/fds & fouw 3maas (Allowed
Values)/31Ad JT

WARRANTY &
GUARANTEE

Minimum guarantee for
maintaing of out put peak
watt capacity

> [ = 90% at the end of 10 years and >/= 80% at the
end of 25 years

CERTIFICATIONS

Availability of type test
reports for PCU/Inverter, PV
Module to prove the
conformity of the
specifiction from

NABL Acreedited LAB

Consignees/Reporting Officer/cdt/Ruiféar 3w and/ a2 Quantity/arar

Consignee
S.No./#s. || Reporting/Officer/ ; e
4. R/ R Address/adr Quantity/aAr=r Delivery Dﬁ?rls &
i

400051,STATE BANK OF INDIA,
LOCAL HEAD OFFICE, Synergy

1 Hareesh M K Building , C 6 G BLOCK, BKC, || 30
BANDRA EAST MUMBAI

Buyer Added Bid Specific Terms and Conditions/sar g s a5 Rs & Ry ot

1. Generic

After award of contract - Successful Bidder shall have to get Detailed Design Drawings approved from
buyer before starting fabrication. Successful Bidder shall submit Detailed Design Drawings for Buyer's
approval, within 10 days of award of contract. Buyer shall, either approve the drawings or will provide
complete list of modification required in the drawings within 5 days. Seller shall be required to ensure
supply as per approved Drawings with modifications as communicated by Buyer. If there is delay from
buyer side in approval of drawing- the delivery period shall be refixed without LD for the period of delay

in approval of Drawing.

2. Generic

Actual delivery (and Installation & Commissioning (if covered in scope of supply)) is to be done at

following address

STATE BANK OF INDIA,
SBI RSETI, Hingoli

Office Of District Collector, Zp Rd,
Ashta Vinayak Nagar, Hingoli,

Maharashtra 431513
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3.

10.

11.

Generic

Installation, Commissioning, Testing, Configuration, Training (if any - which ever is applicable as per scope
of supply) is to be carried out by OEM / OEM Certified resource or OEM authorised Reseller.

Generic

Manufacturer Authorization:Wherever Authorised Distributors/service providers are submitting the
bid, Authorisation Form /Certificate with OEM/Original Service Provider details such as name, designation,
address, e-mail Id and Phone No. required to be furnished along with the bid

Generic

OPTIONAL SITE VISIT:

1. The Bidder is advised to visit and examine the installation site and its surroundings and obtain for itself
on its own responsibility all information that may be necessary for preparing the Bid. The costs of visiting
the site shall be borne by the Bidder.

YES

2. The Bidder representative shall be allowed entry upon consignee premises for such visits, only upon
the express conditions that the Bidder will release and indemnify the Buyer and Consignee against all
liabilities arising out of such visit including death or injury, loss or damage to property, and any other loss,
damage, costs, and expenses incurred as a result of such visit.

3. The Bidder shall not be entitled to hold any claim against Buyer for noncompliance due to lack of any
kind of pre-requisite information as it is the sole responsibility of the Bidder to obtain all the necessary
information with regard to site, surrounding, working conditions, weather etc. on its own before
submission of the bid.

Generic
Supplier shall ensure that the Invoice is raised in the name of Consignee with GSTIN of Consignee only.
Scope of Supply

Scope of supply (Bid price to include all cost components) : Supply Installation Testing Commissioning of
Goods and Training of operators and providing Statutory Clearances required (if any)

Turnover

Bidder Turn Over Criteria: The minimum average annual financial turnover of the bidder during the last
three years, ending on 31st March of the previous financial year, should be as indicated in the bid
document. Documentary evidence in the form of certified Audited Balance Sheets of relevant periods or a
certificate from the Chartered Accountant / Cost Accountant indicating the turnover details for the
relevant period shall be uploaded with the bid. In case the date of constitution / incorporation of the
bidder is less than 3 year old, the average turnover in respect of the completed financial years after the
date of constitution shall be taken into account for this criteria.

Service & Support

Availability of Service Centres: Bidder/OEM must have a Functional Service Centre in the State of each
Consignee's Location in case of carry-in warranty. (Not applicable in case of goods having on-site
warranty). If service center is not already there at the time of bidding, successful bidder / OEM shall have
to establish one within 30 days of award of contract. Payment shall be released only after submission of
documentary evidence of having Functional Service Centre.

Service & Support

Dedicated /toll Free Telephone No. for Service Support : BIDDER/OEM must have Dedicated/toll Free
Telephone No. for Service Support.

Service & Support
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12.

13.

14.

15.

16.

17.

18.

Escalation Matrix For Service Support : Bidder/OEM must provide Escalation Matrix of Telephone Numbers
for Service Support.

Certificates
ISO 9001: The bidder or the OEM of the offered products must have ISO 9001 certification.
Certificates

Material Test Certificate Should Be Sent Along with The Supply. The Material Will Be Checked by Buyer’s
Lab & the Results of the Lab will be the Sole Criteria for Acceptance of the Item.

Certificates

Bidder's offer is liable to be rejected if they don't upload any of the certificates / documents sought in the
Bid document, ATC and Corrigendum if any.

Past Project Experience

Proof for Past Experience and Project Experience clause: For fulfilling the experience criteria any
one of the following documents may be considered as valid proof for meeting the experience criteria:a.
Contract copy along with Invoice(s) with self-certification by the bidder that service/supplies against the
invoices have been executed.b. Execution certificate by client with contract value.c. Any other document
in support of contract execution like Third Party Inspection release note, etc.Proof for Past Experience and
Project Experience clause: For fulfilling the experience criteria any one of the following documents may be
considered as valid proof for meeting the experience criteria:a. Contract copy along with Invoice(s) with
self-certification by the bidder that service/supplies against the invoices have been executed.b. Execution
certificate by client with contract value.c. Any other document in support of contract execution like Third
Party Inspection release note, etc.

Forms of EMD and PBG

Successful Bidder can submit the Performance Security in the form of Account Payee Demand Draft also
(besides PBG which is allowed as per GeM GTC). DD should be made in favour of

ASSISTANT GENERAL MANAGER, SBI LHO MAHARASHTRA

payable at

MUMBAI

. After award of contract, Successful Bidder can upload scanned copy of the DD in place of PBG and has to
ensure delivery of hard copy to the original DD to the Buyer within 15 days of award of contract.

Forms of EMD and PBG

Successful Bidder can submit the Performance Security in the form of Fixed Deposit Receipt also (besides
PBG which is allowed as per GeM GTC). FDR should be made out or pledged in the name of

ASSISTANT GENERAL MANAGER, SBI LHO MAHARASHRTA

A/C (Name of the Seller). The bank should certify on it that the deposit can be withdrawn only on the
demand or with the sanction of the pledgee. For release of Security Deposit, the FDR will be released in
favour of bidder by the Buyer after making endorsement on the back of the FDR duly signed and stamped
along with covering letter. Successful Bidder has to upload scanned copy of the FDR document in place of
PBG and has to ensure delivery of hard copy of Original FDR to the Buyer within 15 days of award of
contract.

Buyer Added Bid Specific ATC

Buyer Added text based ATC clauses

The height of lower leg of the Hot Dipped Gl Structure for the Solar Panels shall
be well above the parapet wall / neighborhood structure/wall so that no shade o
f the parapet wall / neighborhood wall / should not fall on the solar panels durin
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g the day and Solar Panels should be fully exposed to the Sun.

2) If the Contractor has concealed any of the items of work without informing SBI
Engineer, the same shall be opened up for measurement and made good to the
original finishing at the contractor’'s expenses. If the contractor refuses to do so,
then the same will not be considered for measurement and no payment may be
made for such materials.

3) Should any dispute or differences arise after the execution of any work as to m
easurements etc., or other matters which cannot be conveniently tested or che
cked, the decision of SBI shall be accepted as correct and binding on the contra
ctor.

4) Contractor should get approval of the samples of materials in advance with SBI’
s Engineer before use of the same in the work. Should be contractor desire to
substitute any specified materials with “Equal” or “Other approved” etc., he/ th
ey must obtain the specific approval of the Bank/SBI in writing for any such subs
titution, well in advance.

5) Responsibility for safety of building: The contractor shall be responsible
the safety of the works (including the materials temporary buildings and plants)
until they are taken over by the employer and they shall stand at their risk and
be in the sole charge of the contractor who shall be responsible for and must wit
h all possible speed make good all damage from whatever cause. All the debris
shall be removed and disposed of away from the site at the contractors own risk
and cost.

6) The Vendor/Contractor is not permitted to drill the terrace / roof slab of the buil
ding including water proofing done on the roof slab under any circumstances. T
he support frame work for the solar panels are to be mounted on concrete pede
stals casted on the roof slab surface after removing tiles and other loose plaster
ing / materials in the area. The surface of the roof slab of the building should be
thoroughly cleaned, an adhesive should be applied on the roof slab surface befo
re casting the pedestals in order to have strong bonding with the roof slab. After
casting of the pedestals, the water proofing material should be applied surroun
ding the pedestals in order to avoid any water seepage during rainfall.

7) In case of water seepage and/or water leakage if any happens due to drilling of
roof slab of the building or damages made to the existing water proofing layer o
n the roof slab, by the vendor /contractor under any circumstances, the rectifica
tion of water seepage and/or water leakage for the entire roof has to be done b
y the Vendor / Contractor at his own cost with a guarantee of 10 years. If the Ve
ndor /Contractor is not willing to do the rectification works within in due time, th
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e same will be carried out by the Bank by engaging a third party at Bank’s discr
etion and the expenses incurred thereof will be deducted from the payments du
e to the Vendor/Contractor along with other penalties.

8) The structural or any other damages happens to the Bank'’s building / roof /she
et roofing etc. on account of unloading, leading, storage, installation, testing an
d commissioning of the roof top solar power plant by the Vendor/Contractor
shall be rectified by the Vendor/Contractor at his own cost. If the Vendor /Contra
ctor is not willing to do the rectification works within in due time, the same will
be carried out by the Bank by engaging a third party at Bank’s discretion and th
e expenses incurred thereof will be deducted from the payments due to the Ven
dor/Contractor along with other penalties.

9) Working Hours at Site: As instructed by Bank. Contractor to ensure that the
routine operations at the site are not affected by the contract work. If required,
they have to work on the Bank Holidays in coordination with other agencies and
Bank.

Tenderers should submit the following documents in respect of their eligibility

a) Copy of the Certificate of Incorporation / Registration to prove the
year of establishment.

b) Proof having own Office /Service Centre in the name of Bidder in t
he state of Maharashtra.

C) Solvency certificate issued by any Commercial or Scheduled Bank.

d) Copies of detailed work order indicating scope and value of works
for the qualifying works.

e) Completion Certificate for the qualifying works.

f) Certificate issued by Chartered Accountant indicating turnover fro

m similar works for the last three years along with audited financia
| statement for the same period.

g) Signed and stamped copy of Scope of work, GCC, Payment terms
and Conditions and bifurcation of price as per tender document to
wards acceptance of bids terms and conditions.

19. Buyer Added Bid Specific ATC

Buyer uploaded ATC document Click here to view the file.

Disclaimer/s=iaxor
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https://fulfilment.gem.gov.in/contract/slafds?fileDownloadPath=SLA_UPLOAD_PATH/2024/Mar/GEM_2024_B_4679938/CLM0010/Scope_183d9311-df56-4aaa-98221710396831768_LHOMAH.ELECTRICAL.pdf

The additional terms and conditions have been incorporated by the Buyer after approval of the Competent
Authority in Buyer Organization, whereby Buyer organization is solely responsible for the impact of these clauses
on the bidding process, its outcome, and consequences thereof including any eccentricity / restriction arising in
the bidding process due to these ATCs and due to modification of technical specifications and / or terms and
conditions governing the bid. Any clause(s) incorporated by the Buyer regarding following shall be treated as
null and void and would not be considered as part of bid:-

1. Definition of Class | and Class Il suppliers in the bid not in line with the extant Order / Office Memorandum
issued by DPIIT in this regard.

2. Seeking EMD submission from bidder(s), including via Additional Terms & Conditions, in contravention to
exemption provided to such sellers under GeM GTC.

3. Publishing Custom / BOQ bids for items for which regular GeM categories are available without any
Category item bunched with it.

Creating BoQ bid for single item.

Mentioning specific Brand or Make or Model or Manufacturer or Dealer name.

Mandating submission of documents in physical form as a pre-requisite to qualify bidders.
Floating / creation of work contracts as Custom Bids in Services.

Seeking sample with bid or approval of samples during bid evaluation process.

Mandating foreign / international certifications even in case of existence of Indian Standards without
specifying equivalent Indian Certification / standards.

10. Seeking experience from specific organization / department / institute only or from foreign / export
experience.

11. Creating bid for items from irrelevant categories.
12. Incorporating any clause against the MSME policy and Preference to Make in India Policy.
13. Reference of conditions published on any external site or reference to external documents/clauses.

14. Asking for any Tender fee / Bid Participation fee / Auction fee in case of Bids / Forward Auction, as the
case may be.

© ® N Uk

Further, if any seller has any objection/grievance against these additional clauses or otherwise on any aspect of
this bid, they can raise their representation against the same by using the Representation window provided in
the bid details field in Seller dashboard after logging in as a seller within 4 days of bid publication on GeM. Buyer
is duty bound to reply to all such representations and would not be allowed to open bids if he fails to reply to
such representations.

This Bid is also governed by the General Terms and Conditions/ Ig s @ramea oaf & 37aeia off arffa &

In terms of GeM GTC clause 26 regarding Restrictions on procurement from a bidder of a country which shares a land border with India, any bidder from a country which
shares a land border with India will be eligible to bid in this tender only if the bidder is registered with the Competent Authority. While participating in bid, Bidder has to
undertake compliance of this and any false declaration and non-compliance of this would be a ground for immediate termination of the contract and further legal action

in accordance with the laws./ 913 T T(AT Al & TS 26 & TeH H A & YT HA W TN FRA arad g7 & [ T @l
W giady & TG F AT & TT {H AT AT S arel T & s o =X 38 g & s g & fow it oy gon
59 gt 05 & arer daH WREd & oH Gohgd @IS & /9T od AT WX T SqH IgUreld BT aen AR P
T BYOT RFT ST T SHH AUl o Pl T HAT Bl debiel FAE XA AR Plefed & AT A B Plefell Pars
& JTUTT BT |

---Thank You/4=garg---
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